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                                    Installation protocol                                              
	 Assembly company:
	 Order number:


	 Vehicle type:


	 License plate


	
	
	personal
	van
	lorry
	

	
	
	Build. machine
	 
	

	Customer:


	Status km / hour meter: 

	 Name: 
	 Object:
	 VIN :

	 Unit type: Vetronics 
	 SN: 
	 SIM: 

	
	
	

	 Unit
	Yes
	No
	 Note:

	 Antenna GPS / GSM
	Yes
	No
	 Mark:      Standard         Rooftop
	 Serial number of GPS:

	 Switcher P / B
	Yes
	No
	 Activation:          Yes             No  
	 Note:

	 Reader Dallas / RFID
	Yes
	No
	 Mark:          Dallas       RFID          
	 Note:

	 Siren
	Yes
	No
	 Activation:          Yes             No           
	 Note:

	 Tachograph connection 
	Yes
	No
	 Note :

	 Dallas sensor
	Yes
	No
	 Note:                  Thermometer                    Trailer identification

	 External inputs
	Yes
	No
	 Note:    n.1                                           n.2                      

	
	
	
	 Note:    n.3                                           n.4                      

	 Other
	Yes
	No
	 Note:

	 Module  DAF - DriveCheck
	Yes
	No
	 Mark:        Standard       DAF
	 Note:

	 Connection CAN / FMS / OBD
	Yes
	No
	 Mark:            CAN      FMS        OBD                Tank capacity (l): 

	 Current float
	Yes
	No
	 Calibration:     Yes   No
	 Tank capacity (l):
	 Input:   IN 3 (RS232)

	 Flowmeter
	Yes
	No
	 Tank capacity (cm):
	 Input:

	 External level gauge :                             □ IBR FMS                                □ IBR RS232                          □ MESIT

	 External level gauge 1  
	Yes
	No
	 Serial n.:
	 Length cm: 
	 Tank capacity (l):  

	 External level gauge 2  
	Yes
	No
	 Serial n.:
	 Length cm:
	 Tank capacity (l):

	 Alarm of level gauge
	Yes
	No
	 Note:
	 Loss (l):     15
	 Input:      IND

	                                                  Testing SMS

	 Key on + Switcher P/B on
	 Key on
	 Key off

	 1 status
	 OK
	 ERR
	 1
	 OK
	 ERR
	 1
	 OK
	 ERR

	 2 status
	 GPS=
	 
	 2
	 GPS=
	 
	 2
	 GPS=
	 

	 3 status
	 u=
	 
	 3
	 u=
	 
	 3
	 u=
	 

	 4 status
	 A=
	 
	 4
	 A=
	 
	 4
	 A=
	

	 5 status
	CAN / FMS / OBD
	

	 Note:                                                                                          Placement:

	   Taken over :                                             Signature:                             Assembling date:        


PRINCIP a.s. - Member of W.A.G. payment solutions, a.s.
Hvězdova 1689/2a
                                                 E-mail:  register@webdispecink.cz                         Tel.: +420 233 555 111
140 00 Praha 4                                                       www.princip.cz   
                                                                        Please send a copy of the filled protocol via e-mail  to Princip a.s.
You can easily diagnose the unit through the web interface, which is on the page http://diag.princip.cz
(if you can not diagnose through the web interface, it is possible sending SMS containing SN of the unit in the form S7xxAxxxxx,on the phone number +420602229317)
Important: If the customer´s property has been lost, damaged or otherwise found unsuitable for use, report this to the customer and write it in a note or other written form that will be attached to the assembly protocol.


